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VIERATICN OF LOOSELY MOUNTED TURBINE BLADES DURING SERVICE
OPERATICN OF A TURBOJET ENGINE WITH CENTRIFUGAL COMPRESSOR
AND STRAIGHT-FLOW COMBUSTION CHAMEERS

By W. C. Morgan, R. E. Kemp
and S. S. Manson

SUMMARY

An experimental investigation was conducted to determine the
vibration characteristlics of loocsely mounted turbine blades during
service cperation of a turbojet engine. Eilgh-temperature strain
gages were used to measurs the turbine-blade vibrations.

The turbine blades mtudled were 4 1nches long; the experimental
investigation was confined to blades having 0.03-inch and 0.06-inch
smplitude of tip movement at room temperature in the plane of the
turbine wheel. TVibration durlng service operation ocourred in the
flrst bending and first torsional modes of the turbine blades. In
addition, & small number of complex modes of vibration was cbserved.
Sources of vibration excitatlon were present at frequencies related
to the number of nozzle blades and combustion chambers and to multi-
ples of the first-order turbine speed.

A compariason was made between the vibrations of the loosely
mounted blades and those observed during a previous investigation
of similar blades tightly mounted in a turbine wheel. For the par-
tionlar engine used, in which the vibratory-stress levels were gen-
erally low, the compariscn did not show the exliastence of any appre-
ciable vibration damping attributable to looseness in turbine-blade
mounts. The loosely mounted blades appeared to be more susceptible
to vibration in the first bending mode. The possibility exists,
however, that in the presence of higher excitation forces, a rela-

tive lowering of vibratory-stress levels mlght result from loose
blade mounting.

INTRODUCTION

A recent modificetion in turblme-blede fastening hes been that
of incressing the clearance between blade-base serratlons and the
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corresponding eerrations in the rim of the turbine wheel. Several
turbojet engines have been fabricated with loosely mounted turbine
blades. The use of locse blades may possibly increase the vibration
damping lnherent in inserted-blade design.

The amplitude of blade-tip movement in the plane of the turbine
wvheel varies among the several exlstlng turblne-blade designs and
among the blades of any individual turbine wheel because of manufac-
turing tolerance limits. For example, one manufacturer specifies
that the tlip amplitude shall be wlthin the limits 0.002 to C.060 inch
for a blads 4 Inches long. The factor of blade length must be con-
sldered when the degree of looseness In blade~basge flt 1s speclfied

by amplitude of blade-~tip movement.

The problem of turbine-blade vibration hes hindered the devel-
opment of the turbojet engine (reference 1). A study of =ame recent
gervice failures in turbine blades, however, has indicated that the
failures might be attributed to vibration fatigue (reference 2).

A British investigation hes been made of certeln blade-vibration
problems encountered during development of gas turblines and compres-
sora (reference 3). In this study of the damping characteristics of
turbine blades, approximately 70 percent of the damping was attributed
to the blede-root attachment in the wheel; the remeinder was shared
by aerocdynamic and material damping. These values apply only to
turbine blades retained in serrated dovetails. Another concluasion
drawn from the results of the British investigation was that a
turbine-~-blade root could be considered as tightly mounted at service
operation turbine smpeeds, irrespective of the root tightness when
statlionary. This conclugion 1s at variance with the concept that
looseness of a turbine blade in the wheel rim will effect a con-
siderable increase in damping of the turbine-blade vibration.

A program is in progress at the NACA Lewis laboratory to lnves-
tigate the problems assoclated with vidbration in turbine blades. As
a part of this general program, an lnvestigation was made to deter-
mine the vibration characteristiocs of loogely mounted turbine blades
during actual service operation of a turboJjet engine. The measure-
ments of vibration frequency and strain were obtained from high-
temperatiure strain gages mounted on the turbine blades. The tip
emplitudes approximated the average and maximum movement gpecifiled
by the manufacturer for the type of turbine blade employed 1n the

experimental investigation.

A comparison was mede between the results from a study of vibra-
tion characteristics of tightly mounted blades (reference 4) and those
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obtalned during the investigation of loosely mounted turbine blades.
The comparisomn was based on the effecta produced by loose blade-base
mounting on natural frequency, response to excitation forces, and
demping of vibration in the turbine hlades.

In the analysis of the resultes, attention was given to the mag-
nitude of the excitation forces. An Inveatigation has been made of
the effects produced by varying the magnitude of an excitation force
applied to & cantilever blade fastened in & rotor in such a menner
as to have a considerable amount of mechanical demping in the base
mounting (reference 5). The damping of thls type of blade mounting
was affected to & considerable extent by the magnitude of the exclit-
Ing force. It is therefore probeble that thlis Pfactor l1s important
in interpretation of the date obtained from the turbine blades
investligated, In which the vibratory-stress level was generally low.

EXPERTMENTAL EQUIPMENRT AND PROCEDURE

The turbojet engine used in this investigetion is described in
reference 4. The engine is a straight-flow type wlth a centrifugal
compressor, 14 combustion chambers, 48 nozzle vanes, and a single-
stage turbine. The turbine bledee are unshrouded and are attached
in the rim of the turbine wheel with serrated dovetails.

Certain modifications were made to the turbojet engine in order
to provide a passage for the lead wires from the strain gages mounted
on the turbine blades to the slip-ring unit at the forward end of the
engine. Axial holes were bored through the turbine wheel and shaft,
the compressor, and the geveral shafts connecting these components.

A hollow auxiliary shaft provided a connection between the forward
hub of the compressor end the slip-ring unlt mounted on the
accegsory housing.

Modification of the bases of the turbine bledes used in the
experimental investigation was necessary in order to obtain the
desired amount of looeseness In Tit between the blade hases and the
serrations in the turbine-wheel rim. The turbine blades were
4 inches long, and the bases were modified to provide two degrees
of looseness. Ons blade had an amplitude of tilp movement 1ln the
plene of the wheel of 0.03 inch; a simllar blade had an amplitude
of movement at the tip of 0.06 inch. These amplitudes were selected
as spproximately representetive of average and maximum looseness for
turbine blades of the type used in the investigation.
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The turblne blades were originally intended to be mounted
tightly and then positioned positively with respect to axial posi- -
tion in the turbine wheel by peening the blade-base dovetail. The
removal of sufficlent meterial from the blade-base serrations to
provide increased clearance in the attachment made 1t necessary to
employ a different method of retaining the blade in the wheel. The
principal requirement of the fastening was positive positioning with
minimum restriction to movement of the turbine blade 1in the plane of
the wheel and withln the limits of the desired blade-tip amplitude.
Tt was also consldered necessary that the method of attachment per-
mit removal and replacement of experimental blades without a major
disassembly of the engine. The modificatlions made to the turbine-~
wheel rim and to the dovetall sections of the experimental turbine
blades and the blade-base modification made to accommodate strain-
gage lead wires are shown in figure 1.

When the turbine blades were assembled in the wheel, & posi-
tioning guide and & hardened-steel sphere were placed in that part
of the wheel passage having the larger diameter; a modified blade
was then inserted in the wheel dovetall and the adjustment screw
tightened until the sphere was seated in the hemispherical cavity
machined in the blade dovetalil. The edjustment screw was then
loosened untll there was no appreclable restraint to blade movement
in the plane of the wheel. When the adJustment was satisfactory,
the screw was locked in position.

High-temperature resistance-wire strain gages were used to
obtain data from the loosely mounted turbine blades during service
operetion of the engine. The comstruction and the mounting of the
strain gages were similar to those of the multiple-loop type,
desoribed In references 4 and 6, with some Improvements that have
resulted from contlnued research on high-temperature strain gages.
The strain-sensitive wire was a platinum-irldium alloy; Sauereisen
No. 32 cement was used as the mounting material. A precoat of a
high~-temperature ceramio was fired on the surface of an experimental
blade before the straln gage was mounted. This ceramic coating,
1L-6AC, is a development of the Natlonal Bureau of Standards. After
the strain gage had been baked on & turbine blade at low temperature,
the blade was placed ipn a high-temperature oven and heated suffi-
clently to stabilize the strain-sensitive characteristics of the wire
and to complete the bonding of the cement. The stralin gages were
applied near the blade bases along the tralling edges on the convex

side.

A photograph (fig. 2) of one of the instrumented turbine blades
shows the precoet, the location of the high-temperature strain gage,
end the ceramic-lined Inconel conduit enclosing the strain-gage lead

1191



T6TT

NACA RM ESIO7 5

wires. The turbine blades were lnserted and fastened in the wheel
by the method previously described, and the lead-wire conduit was

attached to the surface of the turbine wheel by small metal straps
spot-welded to the wheel. The lead wires were then attached to a

terminal plate at the center of the turbine wheel.

Lead wires were run from the bterminal plate, through the englne,
end attached to the slip-ring rotor on which were mounted the insc-
tive arms of the Wheatstone bridges. Brushes bearing on the slip
rings carried current to the strain-gege bridges and transmitted the
bridge output signal to the statlionary instrumentation in the con-
trol room. :

The experimental procedure consisted in operatling the englne
in a pendulum-type, sea-level test stand over the entire range of
turbine speeds at exhaust temperatures simlilar to those that occur
during regular service operation. The speed ranged from idling
(4000 rpm) to full turbine speed (11,500 rpm). As the speed was
slowly increased, the strain-gage signals were under constant obser-
vation. At the appearance of signals indicative of wvibration, the
turbine speed was held constant and the signals were recorded.
These oscillogreph records were used in the computation of turbine
speeds, vibration frequency, and vibratory stress. (Reference 4
describes details of the methods.)

RESULTS AND DISCUSSION

Two osclllograph records representative of the data obtained
during engine operation are given in figure 3. These records show
strain-gage signals indicating turbine-blade vlbration at nominal
engine speeds of 10,000 and 11,500 rpm. In each of the records
shown, the uppermost oscilloscope trace was produced by a 400~cycle-
per-second signal from a vacuum-tube tuning fork. This trace served
as & frequency standard for accurate determination of turbine speed
and vibration Prequency. The two oscillloscope traces below the fre-
quency standard show the varilation in the output of the two strain-
gage bridges, one arm of each being a high-temperature strain gage.
The remaining signal was produced by an impulse tachameter mounted
on the turbojet engine. Two impulses occurred during each revolu-
tion of the turbine wheel.

In figure 3(a), the upper strain-gage trace shows the presence
of vibration in a turbine blade; the other turblne blade was not
vibrating and the signal shown in the lower sirain-gage trace is
therefore indicative only of the level of electrical interference
caused by small variations in resistance between the slip rings
and the brushes.
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A vibration signal under similar conditions is presented in
figure 3(b) in which the second strain-gage signal has been short-
circulted in order to show the absence of elecirical interference
in the instrumentation used for amplification, observation, and
recording of strain-gage signals, -

Vibration was observed 1n the turbine blade with 0.03-lnch
freedom of tip movement and also In the -blade having 0.08-inch ampli-
tude at the tip. An analysis of the data obtalned from the turbine
blade with the 0.03-inch amplitude of tlp movement ls presented in
figure 4. The symbols indicate the occurrence of vibration observed
during the investigation. The order lines indicate the locl of
points of which the freguency 1s a definite multiple of the turbine
gpeed. These lines show the fregquency of any exciting force that
can occur at the definite multiples of turbine sgpeed.

For example, the turbojet engine used in the Iinvestlgation has
14 combustion chambers. From consideration of the gecmetry of the
engine, ‘it is therefore possible that exclitation forces exist at a
fourteenth multiple of the turbine speed. The coritical-speed dla-
grem (fig. 4) shows that vibration was observed at orders of excita-
tion, which could be attributed to Interruption of the gas forces by
the combustion chambers and nozzle vanes, and at several orders of
rotative speed, probably because of inequalities in mases flow.

The turbine blade vibrated In the first bending mode at approxi-
mately 1150 cycles per second and In the first torsional mode at ’
about 1900 cycles per second. These mode fregquencles were determlned
during previous bench tests of turbine blades. Complex modes of
vibration at higher frequencles were a&lso excited, apparently by the
higher orders of intermlttent gas loading. Only one of these complex-
mode vibreations occurred within the service-cruising speed range,
approximately 2600 to 11,500 rpm.

The critical speeds and frequenciles cbtalned from operatlon of
a turbine blade with 0.06-inch emplitude of tip movement are pre-
sented in figure 5 in the same manner as 1n figure 4. The turbine
blade vibrated in the first bending mode a2t approximstely 1150 cycles
per second and in the first torsional mode at about 1800 cycles per
gecond. Only one complex-mode vibration was of appreclable megnitude;
the excitation-force frequency coinclded with the twenty-eighth order
of turbine speed, which 18 alsc the second order of the 1l4-combustlon
chambers. No significant differences Iln vibratory-stress levels were
obeserved between thls turbine blade and the blade with the lesser

eamplitude of tip movement.

T8TT
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The results of a similar investigation of tightly mounted blades
of the same design (reference 4) are shown in figure 6. Comparison
between these results and those obtained with loosely mounted blades
Indicates that the vibration characteristics were nearly similar,
both as to frequency and stress level.

On the basis of thies comparison, any gein in damping effect
produced by loose mounting appeared negligible. The vibration char-
acteristics of the loosely mounted turbine blades differed fram those
of tightly mounted blades in one respect: the loosely mounted blades
showed & tendency toward vibration of brief duration in first bending
mode at many different turbine speeds in addition to those speeds
coincident with the occurrence of a sustained vibration. The tightly
mounted blades vibrated perceptibly only at definite turbine speeds
colncident with the condltlon of sustained vlbratlion asesoclated wlth
resonance.

Furthermore, when vibration of appreclable magnitude occurred
in the case of the loosely mounted blades, the vibration was sustalned
at & nearly constant value over & small but definite range of turbine
speed. A condltion of vibration in tightly mounted blades occurred
only within a much more limlted range of turblne speed. It was also
observed that the loosely mounted blades would sometimes change
momentarily from a complex-mode vibration to a first bending-mode
vibration.

Several factors must be considered in the analysis of the
results. With the exceptlon of the two experimental blades, all
turbine blades were tightly mounted. This factor may have caused a
relatively greater amount of compresslive effect in the rim at the
locatlion of the loosely mounted blades than would have occurred in
a turbine wheel completely fitted with loosely mounted blades. The
differences 1n vibration characteristics observed for the two types
of mounting, however, warrant the assumption that some degree of
looseness existed in the experimental blade mounts during engine
operation.

Another poseible effect of the presence of tightly mounted

turbine blades 1n the wheel is the transmission of vibration from

e blade at resonance to other blades In & remote locatlon, elther
through the base common to both, or in the manner exemplified by
excitation of one tuning fork by another of the same natural fre-
quency. Previous examination of a conslderable number of turbine
blades has shown, however, that natural frequency varies consider-
ably among similar turbine bledes. In addltion, the method of dove-
t81l insertion would tend toc prevent amny such vibratlion because of
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its inherent damping and because of its tendency to change the
effective length of a turbine blade, dependent on the individual
it of the base mount in the wheel dovetail.

The vibratory-stress levels were not excessively high In either
the loosgely mounted or tightly mounted blades. As a corollary, the
excltation forces may be assumed to be low. The results of a recent
investigation have shown that the megnltude of the excitation force
producing a vibration has an Important bearing on whether the level
of vibratory streams is affected by looseness of hlade mounting
(reference 5). Some of the data obtained during that inveastigation
are presented in figure 7. The blade was a cantlilever type, wlth a
base mount similar in design to that employed in axlal-flow-compressor
blades. The data presented are all for the firet bendlng mode.

In figure 7, the stress in the tightly mounted blade is propor-
tionel to the excitation force regardless of turbine speed. For the
loosely mounted blede, the siress is dependent on both turbine speed
and exciting force. At 7950 rpm, for example, the blade 1s effec-
tively tight until the excitation force 1s greater than 1 pound.
Greater excitation forces apparently produce some rubbling action in
the mount and the stress for a glven excitatlon force 1s therefore
lower than in the case of the tightly mounted blade. At a speed of
10,150 rpm, the centrifugal force ls sufficient to hold the blade
tight until the excitatlon force approaches 2 pounds; thereafter,
the stress for a given excltation force is lower than that induced
in the tight blade but higher than the stress that ocourred in the
blade with the same degree of looseness when operated at a lower

rotor speed.

The additlionesl damping inherent in & loose blade mount may not
become effective unless the exciting force is of sufficlient magni-
tude to offset the action of centrifugal force. A loose mounting
would conceivably be of value as a vibratlon damper.

SUMMARY OF RESULTS

High-temperature resistance-wire strain gages were used to
determine the vibration cheracteristics of loosely mounted turbilne
blades. The experimental blades were exclted into vibration by
forces present in a turbojet engine during service operation. The
blades were 4 inches long; one had a tip amplitude of 0.03 inch in
the plane of the turbine wheel; the other had a tip amplitude of
0.06 inch. For both blades, the majority of the vibrations observed
were in Pirst bending and firset torsional modes. Some complex-mode
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Abstract

Vibration characteristice of loosely mounted turbine
blades were determined during service operation of a
turbojet engine. EHigh-temperature strain gages were used
o0 megsure turbine-blade vibrations. Vibration occcurred
in first bending and first torsiocnal modes; in additicn,
a2 small number of complex-mcde vibrations was observed.

Comperison wes made between vibrations in lcosely
mounted blades and those observed during a previous
investigation of simllar blades tightly mounted in a
turbine wheel. The comparison éid not indicate that any

conslderable geln in damping was effected by the use of
‘loosely mounted blades.
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vibrations were &also observed. The sourcee of excitation were of
frequencies related to the number of nozzle blades and combustion
chambers and to multiples of the first-order turbine speed.

Conparison was mede between the results of this investigation
and those obtained during similar research on tightly mounted turbine
blades. The results indlcated that loose blade mounting had little
effect on frequency of vibration and vibratory-stress levels. The
loosely mounted blades were observed to be more susceptible to
vibration in the first bending mode.

The results presented were obtalned from vibration in turbine
blades that were subjected to low exciltation forcese; in the presence
of more severe excltatlon forceas, however, the lncreased damping
attributable to loose mounting of a turbine blade may be a factor of
Importance in reducing the level of vibratory atress.

Lewls Flight Propulsion Laboratory,
National Advisory Committee for Aeromautics,
Cleveland, Ohio.
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Strain-gage location
Herdened-steel sphere
Lead-~wire passages
Positioning guide
Adjustment screw

Boaw»

Figure 1. - Method of blade-robt fastening used In inves-
tigatlon of vibratlon in loosely mounted turbine blades.
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Figure 2. - High-temperature strain-gage instrumentation of turbine blade showing location
of strain gage and lead-wire condult.
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Figure 3. - Osclllograph records of date used for computlng turbine speed, vibration
frequency, and vibratory stress.
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